ACCESSORIES MST
TORQSET® SAFETY COUPLINGS

ENGAGEMENT AND DISENGAGEMENT ORDER NUMBER
m ENGAGEMENT / DISENGAGEMENT TOOL
MST 10 Order number AV / 0010
15 Order number AV / 0015
30 Order number AV / 0030
70 Order number AV / 0070
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engaged element disengaged element 2
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ADJUSTMENT WRENCH ORDER NUMBER
m ADJUSTMENT WRENCH
10 Order number SLS / 0010
MST Adj h
justemnt wrenc 15 Order number SLS / 0015
30 Order number SLS / 0030
70 Order number SLS / 0070

SWITCH PLATE

Switch plates are available on request for all sizes

and SIZEs.
MST
Contact R+W for more information.
R+W mechanical Actuation distance
limit switch = <:|:]
Switch plate Switch plate
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T Re-engagement via the switch
B plate is possible with the use of

two pry bars.
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ACCESSORIES MST
TORQSET® SAFETY COUPLINGS

PROXIMITY SWITCH ORDER NUMBER  650.2703.001
MST Voltage 10to 30 V DC

Max. output current 200 mA

LED l Max. switch frequency 800 Khz

© 10.6 Temperature range -25°t0 +70° C

Protective system IP 67

max. 2

61.5

Switch type normally open
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W T Actuation path Max. detection gap max. 2 mm
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] \j SWITCH DIAGRAM MST
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MECHANICAL LIMIT SWITCH ORDER NUMBER  618.3000.313

TECHNICAL DATA MST

MST Max. voltage 250 V AC

Protective system IP 67

Contact system 2 Opener (forced seperating)

ca. 0.1-0.2 Distance
—=j—~———— | Temperature range -30°to +80° C

Actuation Plunger (metal)

SWITCH DIAGRAM MST
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Actuation
path

11 171
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The switch plunger (pictured above and right) should be
located as close to the actuation ring / limit switch plate
as possible (approximately 0.1-0.2mm).




ATEX LIMIT SWITCH

MST
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ORDER NUMBER EEX. 1624.004

2 channel isolating
switching amplifier
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Technical data on request.
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